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V-PLOW INSTALLATIONS WITH THE FOLLOWING MOUNTS

GENERALLY ON VEHICLES WITH DIESEL ENGINES OR EXTENDED BUMPERS

16062150 - GM 2500/3500, 99+

16061151 - FORD SUPERDUTY, 99-07

16061152 - FORD SUPERDUTY, 08+

THE PUSHBAR DESIGNS ON GM AND FORD TRUCKS WERE CHANGED TO BETTER ACCOMMODATE 

THE VPLOW HYDRAULICS AND EXTENDED BUMPERS OF CERTAIN VEHICLES.  EXISTING PUSHBARS 

IN DEALER STOCK MAY  NOT PROVIDE ADEQUATE BUMPER CLEARANCE FOR V-PLOW 

INSTALLATIONS.

THIS DOES NOT IMPACT STRAIGHT BLADE INSTALLATIONS

IF NECESSARY FOR A V-PLOW INSTALLATION, CONTACT SNOWDOGG TECH SUPPORT AT 866-974-

3644 TO ARRANGE AN RMA RETURN OF ORIGINAL PUSHBARS.  THIS WILL BE AN EVEN EXCHANGE 

AND IS ONLY RECOMMENDED FOR VX INSTALLATIONS.

16062150 PUSHBAR PN IS 16062153

16061151 PUSHBAR PN IS 16061178

16061152 PUSHBAR PN IS 16061153
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