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Installation Instructions

—continued

B745236T  Strobe Lights
Magnetic Mount

Insert plug into auxiliary outlet. Red indicator light will 
turn ON. If indicator light in not ON and strobe light is 
not working inspect and replace fuse located inside 
plug with equal style 3 AMP fuse. Do not pull cord to 
unplug strobe light, always pull plug.

WARNING

Because vehicle roof construction and driving con-
ditions vary, driving a vehicle with a mag netically 
mounted warning light installed is not recommended. 
The light could fly off the vehicle causing injury or 
damage. Repair of damage incurred because of ignor-
ing this warning shall be the sole responsibility of the 
user.

Holding power of magnetic mounting systems is 
dependent upon surface finish, surface flatness, and 
thickness of the steel mounting surface. Therefore, to 
promote proper magnetic mount ing:

•  Mounting surface and magnets must be kept 
clean, dry, and free of foreign particles that prevent 
good surface contact. (In order to protect your truck 
painting from scratching apply protective sticker to 
strobe magnet.)

•  Ensure that mounting surface is flat.

•  Magnet mounting system should not be used on 
vehicles with vinyl tops.

•  To prevent sliding of light assembly on mounting 
surface, quick acceleration and hard stops should be 
avoided.

•  If the light is to be held directly to the roof by the 
magnet, ensure that the power cable is not under the 
magnet.

MAINTENANCE WARNING

High voltage generated by the light’s power supply 
may cause property damage, serious injury or death 
to you or others. Ensure that power to light is discon-
nected and wait at least 5 minutes before working on 
the light.

Flash Tube Replacement
As strobe lights are used, the flash tubes begin to 
darken, causing the light output to decrease. This 
darkening is characteristic of flash tubes. Also, as 
flash tubes age, they may have a tendency to misfire 
(not fire periodically). 

After extended operation, occasionally check for flash 
tube degradation. Should the flash tube misfire, have 
a noticeable decrease in light output or glow continu-
ously—it should be replaced.

To replace the flash tube, proceed as follows:
A.  Disconnect power.

B.  Remove the lens from the base. CAUTION.

Service life of strobe tube will be shortened if glass 
portion is touched. If glass has been handled, clean 
carefully with a grease solvent.

C.  Grasp the flash tube by its printed circuit board 
and pull it off of the pins, using a gentle “rocking” 
motion. Install a new flash tube. Reassemble the light.
D.  Reconnect power and test the light for proper 
operation.

WARRANTY
Buyers Products Co. warrants all truck/trailer hardware manufac-
tured or distributed by it, to be free from defects in material and 
workmanship for a period of one year from date of shipment. Parts 
must be properly installed and used under normal conditions. 
Any product which has been altered, including modification, mis-
use, accident or lack of maintenance will not be considered under 
warranty. Normal wear is excluded. The sole responsibility of Buyers 
Products Co. under this warranty is limited to repairing or replacing any 
part or parts which are returned, prepaid, and are found to be defective 
by Buyers Products Co. Authorization from Buyers Products Co. must 
be obtained before returning any part. No charges for transportation 
or labor performed on Buyers’ products will be allowed under this 
warranty.
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Unpacking
After unpacking the unit, examine it for damage that may have 
occurred in transit. If the equipment has been damaged, do not 
attempt to install or operate it; file a claim immediately with the carrier 
stating the extent of the damage. Carefully check all envelopes, ship-
ping labels and tags before removing or destroying them. To install the 
light on the mounting surface, see Fig. 1 and proceed as follows:

B745229T  Strobe Lights
(Permanent Mount)

 

WARNING

Read, under stand and follow all instructions shipped with the 
products. In addition, listed below are some other important 
safety instructions and precau tions you should follow:

•  To properly install this light: you must have a good under-
standing of automotive electrical procedures and systems, 
along with proficiency in the installation and use of safety 
warning equipment.

•  When drilling into a vehicle structure, be sure that both sides 
of the surface are clear of anything that could be damaged.

•  In order for the light to function properly, a separate ground 
connection must be made. If practical, it should be connected 
to the negative battery terminal. At a minimum, it may be 
attached to a solid metal body or chassis part that will provide 
an effective ground path as long as the light system is to be 
used.

•  Locate light control so the VEHICLE and CONTROL can be 
operated safely under all driving conditions.

•  Do not attempt to activate or deactivate light control while 
driving in a hazardous situation.

•  You should frequently inspect the light to ensure that it 
is operating properly and that it is securely attached to the 
vehicle.

•  File these instructions in a safe place and refer to them when 
maintaining and/or reinstalling the product.

Failure to follow all safety precautions and instruc tions may 
result in property damage, serious injury, or death to you or 
others.

INSTALLATION WARNING

When installing equipment inside air bag equipped vehicles, 
the installer MUST ensure that the equipment is installed ONLY 
in areas recommended by the vehicle manufacturer. Failure to 
observe this warning will reduce the effectiveness of the air 
bag, damage the air bag, or potentially damage or dislodge the 
equip ment, causing serious injury or death to you or others.

Bill of Materials for Permanent Mount

ITEM QTY. DESCRIPTION

1 1 Grommet

2 2 Lockwasher, Int. Tooth, #8

3 2 Nut, Hex, #8-32

A.  Determine the strobe light mounting location.
B.  Before proceeding, plan all wiring and cable routing.
C.  Scribe a wire routing hole location on the mounting surface at the 
center of the strobe light location. Scribe mounting holes locations on 
the mounting surface 2.0-inches from center on either side of the wire 
routing hole.
To avoid damage when drilling, ensure that both sides of mounting sur-
face are clear of any parts or wires.
Also, when drilling any holes, ensure that holes are drilled only through 
sheet metal and not through upholstery.
D.  Drill two 0.171” holes at the scribed mounting holes locations. Drill 
a 0.31” hole at the scribed wire routing hole location. Remove all burrs 
and sharp edges.
E.  Install the supplied grommet in the wire routing hole.
F.  Route the red and black wires through the supplied grommet in the 
mounting surface. Apply a silicone sealing compound around all holes 
in the mounting surface.
G.  Connect the red wire to one terminal of a user-supplied switch with 
a current handling capacity of at least two amperes. Connect the black 
wire to the vehicle chassis as close as practical to the light. Connect 
the remaining switch terminal to the vehicle battery with user-supplied 
wire. Install a user-supplied in-line fuse holder as close as practical to 
the battery. Install a 2 AMP fuse in the fuse holder.

Polarity MUST be observed for proper operation. The red wire con-
nects to positive and the black wire connects to negative. If the con-
nections are reversed, the light will not function. Use 18-gauge wire for 
runs under 20-feet. For wire runs over 20-feet, consult local electrical 
codes.Ensure that the vehicle’s supply voltage is within the voltage rat-
ing specified on the strobe light.

H.  Install the unit on the mounting surface using the  supplied lock 
washers and nuts. Test the light for proper operation.


